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ICE MAKER INFORMATION

Test Cycling

Remove cover by inserting screwdriver in notch at  bottom and prying
cover from housing. Use screwdriver to rotate motor gear
counterclockwise until holding switch circuit is completed. All
components of ice maker should function to complete the cycle.

Water Fill Volume

The water fill adjustment
screw will change the fill
time. One full turn is
equal to 20cc (.68 oz.).
The correct fill is 102 to
130cc (3.4 to 4.3 oz.).
When a water valve is
replaced, the fill volume
must be checked.

SERVICE DATA SHEET  -   240389613

R134a
ICE & WATER  -  AUTOMATIC DEFROST

SIDE BY SIDE MODELS

IMPORTANT SAFETY NOTICE

The information provided herein is designed to assist qualified repair
personnel only. Untrained persons should not attempt to make
repairs due to the possibility of electrical shock. Disconnect power
cord before servicing.

IMPORTANT

If any green grounding wires are moved during servicing, they
must be returned to their original position and properly secured.
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CAUTION: All electrical parts and wiring must be shielded
from torch flame. Do not allow torch to contact insulation; it
will char at 200°F and flash ignite (burn) at 500°F. Excessive
heat will distort the plastic liner.

NOTE: This product comes equipped with an Electronic Defrost
Control. To initiate defrost, depress the fresh food light switch 5
times in 6 seconds (light bulb must be working). To terminate
defrost, depress the fresh food light switch 5 times in 6 seconds.



STANDARD E-STAR STANDARD E-STAR
Compressor Kit * 5303918251 5303918251 5303918254 5303918254
Starter/PTC * 218721119 218721119 218721119 218721119
Run Capacitor * 216787800 216787800 218909901 218909901
Temp. Control-Refr 241507701 241507701 241507701 241507701
Temp. Control-Frzr 450226-07 450226-07 450226-07 450226-07
Timer (if applicable) N/A N/A N/A N/A
ADC (if applicable) 241508001 241508001 241508001 241508001
Defrost Heater Kit 5303918253 5303918253 5303918253 5303918253
Defrost Thermostat Kit 5303918214 5303918214 5303918214 5303918214
Evaporator Fan Motor 240315803 240315802 240315803 240315802
Condenser Fan Motor 240397101 240334001 240397101 240334002

23 CUBIC FOOT 26 CUBIC FOOT

* Typical compressor kit includes compressor, electrical components, and filter-drier 

SERVICE PARTS


